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B-57 

4 GROUND PRESSURE UNDER TRACKS 

Relevant capacity table, #2 
 
Leader length: 13.8 + 4.2 m 
 

Static ground pressure Dynamic ground pressure 
Hammer:  HHK5AS Hammer:  HHK5AS 

Hammer mass:        9 000 kg Hammer mass:        9 000 kg 

Pile: 8 m Pile: 8 m 

Pile mass: 5 000 kg Pile mass: 5 000 kg 

Horizontal slide: 300 mm out Horizontal slide: 300 mm out 

Forward inclination: 15.95º Forward inclination: 15.95º 

Working position: 
Maximum ground pressure 480 kPa with 
upper carriage turned 165º against under 
carriage. 

Working position: 
Maximum ground pressure 1 000 kPa with 
upper carriage turned 185º against under 
carriage. 

Transport position:  
Maximum ground pressure 185 kPa with 
upper carriage turned 15º against under 
carriage. 

Transport position: 
Maximum ground pressure 220 kPa with 
upper carriage turned 15º against under 
carriage. 
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Relevant capacity table, #5 
 
Leader length: 13.8 + 3.0 + 4.2 m 
 

Static ground pressure Dynamic ground pressure 
Hammer:  HHK5AS Hammer:  HHK5AS 

Hammer mass:        9 000 kg Hammer mass:        9 000 kg 

Pile: 10 m Pile: 10 m 

Pile mass: 6 000 kg Pile mass: 6 000 kg 

Horizontal slide: 300 mm out Horizontal slide: 300 mm out 

Forward inclination: 9.46º Forward inclination: 9.46º 

Working position: 
Maximum ground pressure 420 kPa with 
upper carriage turned 15º against under 
carriage. 

Working position: 
Maximum ground pressure 895 kPa with 
upper carriage turned 170º against under 
carriage. 

Transport position:  
Maximum ground pressure 215 kPa with 
upper carriage turned 15º against under 
carriage. 

Transport position: 
Maximum ground pressure 260 kPa with 
upper carriage turned 15º against under 
carriage. 
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